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UNNAMED TRIBUTARY TO DELAWARE RIVER PROFILE
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MP: 78.30
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STREAM CROSS-SECTION @ STA.0+44
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UNNAMED TRIBUTARY TO DELAWARE RIVER PROFILE

EQUIPMENT CROSS-SECTION @ STA. 0+04

MP: 80.78R2

STREAM CROSS-SECTION @ STA. 0+30

MP: 80.78R2

* THE INCLINED PORTION OF THE PROPOSED PIPE APPROACHING AND EXITING THE

CHANNEL MAY VARY BASED UPON ACTUAL FIELD CONDITIONS AND/OR OSHA
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UNNAMED TRIBUTARY TO DELAWARE RIVER PROFILE

STREAM CROSS-SECTION @ STA. 0+67

MP: 80.79R2

* THE INCLINED PORTION OF THE PROPOSED PIPE APPROACHING AND EXITING THE

CHANNEL MAY VARY BASED UPON ACTUAL FIELD CONDITIONS AND/OR OSHA
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UNNAMED TRIBUTARY TO DELAWARE RIVER PROFILE

EQUIPMENT CROSS-SECTION @ STA. 1+97

MP: 81.16R2

STREAM CROSS-SECTION @ STA. 1+53

MP: 81.16R2

* THE INCLINED PORTION OF THE PROPOSED PIPE APPROACHING AND EXITING THE

CHANNEL MAY VARY BASED UPON ACTUAL FIELD CONDITIONS AND/OR OSHA
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CHANNEL MAY VARY BASED UPON ACTUAL FIELD CONDITIONS AND/OR OSHA
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3. WETLAND AND WATERBODY DELINEATION SURVEYS COMPLETED BY AMY S. GREENE ENVIRONMENTAL CONSULTANTS.

4. CIVIL SURVEY CONDUCTED AND DRAWINGS PREPARED BY MOTT MACDONALD.

5. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES FOR ALL BRIDGE EQUIPMENT CROSSINGS. TEMPORARY BRIDGES SHALL BE LARGE

ENOUGH TO CONVEY FLOW EXPECTED FROM A 2-YEAR FREQUENCY, 24-HOUR DURATION STORM. INSTALLATION OF BRIDGE EQUIPMENT AND

FILTRATION DEVICES IN PLAN MAY VARY BASED ON THE SITE SPECIFIC CONDITIONS.

6. WATER SURFACE ELEVATION FOR 2-YEAR, 24-HOUR DURATION STORM WATER SURFACE ELEVATION PROVIDED BY PAULUS, SOKOLOWSKI, & SARTOR,

LLC.

7. THE EXISTING STREAM PROFILE AND CROSS-SECTION WITHIN THE BANK LIMITS ARE BASED ON CIVIL SURVEYED SHOTS, UNLESS OTHERWISE NOTED ON

THE PLAN. THE 2-FOOT CONTOURS SHOWN ON THE PLAN ARE BASED ON THE FLOWN LIDAR DATA AND WAS UTILIZED TO DETAIL THE TOPOGRAPHY

OUTSIDE OF THE STREAM BANKS.
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LITTLE NISHISAKAWICK CREEK PROFILE

STREAM CROSS-SECTION @ STA. 0+43

MP: 88.39R2

* THE INCLINED PORTION OF THE PROPOSED PIPE APPROACHING AND EXITING THE

CHANNEL MAY VARY BASED UPON ACTUAL FIELD CONDITIONS AND/OR OSHA
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UNNAMED TRIBUTARY TO LITTLE NISHISAKAWICK CREEK PROFILE

STREAM CROSS-SECTION @ STA. 0+77

MP: 88.64R2
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UNNAMED TRIBUTARY TO LITTLE NISHISAKAWICK CREEK PROFILE

STREAM CROSS-SECTION @ STA. 0+41
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UNNAMED TRIBUTARY TO SWAN CREEK PROFILE

STREAM CROSS-SECTION @ STA. 0+25
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1. UNLESS THESE DRAWINGS ARE SPECIFICALLY DESIGNATED AS "CONSTRUCTION ISSUE", THESE DRAWINGS SHALL NOT BE USED FOR CONSTRUCTION

OR IMPROVEMENTS DEPICTED HEREIN. CONTRACTORS SHALL NOTIFY THE DESIGN ENGINEER TO OBTAIN CONSTRUCTION DOCUMENTS.

2. THESE PLANS ARE FOR PERMITTING PURPOSES ONLY. THESE PLANS SHALL NOT BE USED FOR CONSTRUCTION.

3. WETLAND AND WATERBODY DELINEATION SURVEYS COMPLETED BY AMY S. GREENE ENVIRONMENTAL CONSULTANTS.

4. CIVIL SURVEY CONDUCTED AND DRAWINGS PREPARED BY MOTT MACDONALD.

5. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES FOR ALL BRIDGE EQUIPMENT CROSSINGS. TEMPORARY BRIDGES SHALL BE LARGE

ENOUGH TO CONVEY FLOW EXPECTED FROM A 2-YEAR FREQUENCY, 24-HOUR DURATION STORM. INSTALLATION OF BRIDGE EQUIPMENT AND

FILTRATION DEVICES IN PLAN MAY VARY BASED ON THE SITE SPECIFIC CONDITIONS.

6. WATER SURFACE ELEVATION FOR 2-YEAR, 24-HOUR DURATION STORM WATER SURFACE ELEVATION PROVIDED BY PAULUS, SOKOLOWSKI, & SARTOR,

LLC.

7. THE EXISTING STREAM PROFILE AND CROSS-SECTION WITHIN THE BANK LIMITS ARE BASED ON CIVIL SURVEYED SHOTS, UNLESS OTHERWISE NOTED ON
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UNNAMED TRIBUTARY TO FIDDLERS CREEK PROFILE EQUIPMENT CROSS-SECTION @ STA. 0+47
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STREAM CROSS-SECTION @ STA. 0+25
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FIDDLERS CREEK PROFILE

STREAM CROSS-SECTION @ STA. 0+74

MP: 108.34R2
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